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GROUP PROFILE K

Ship Group is a comprehensive high-tech company which integrates the research, development, manufacturing and
marketing of Networking products, cables and consumer electronics etc. With the corporate spirit of “Faith, Devotion
and Pragmatic” , the Company hasaccumulatedrich business experiences and clientresources in the designing and
manufacturing and been the leading position ofthe trade.Currently, in ship group, the staff number is more than 4,000
andthe annual salesis over 200 million US dollarin 2007. There are 15 subsidiaries in ship group, which produce
professionally and respectively: data cable from Category 3, category 5, category 5E, to category 6, category 6A, with
capacity of 2 million cartons per year; networking accessories, such as patch cord category 5e and category 6, with
capacity of 50 million pieces per year; keystone jack, with capacity of 10 million pieces per year; patch panel, with
capacity of 500 thousand pieces per year, faceplate and back box, with capacity of 10 million pieces per year; home
smart wiring box, with capacity of 1 million pieces per year; Optical Fiber - indoor and outdoor, with capacity of 100
million kilometers (inner core) per year; Optical fiber patch cord, with capacity of 20 million pieces per year; Cabinet,
wall mounted cabinet, and rack, with capacity 100 thousand pieces per year; HDMI, with capacity of 30 million per
year; Computer cable, with capacity of 10 million pieces peryear; Scart, with capacity of 40 million pieces per year;
Av control , with capacity of 5000 thousand per year; alarm cable, with capacity of 200 thousand kilometers per year;
coaxial cable, with capacity of 200 thousand kilometers per year; speaker cable, with capacity of 100 thousand
kilometers; Telephone cable, with capacity of 200 thousand kilometers.

The Ship Group obtained ISO9001: 2000 and ISO14001, andintroduced such as DCM detector, network analyzer,
fluke detector and Time domain Reflector , HDM I tester etc., Meantime, several certifications suchas UL, ETL, CE,
USB2.0, HDMI association ,ROSH have been obtained, which makes reliable quality assurance for our clients.

Now the products of Ship Group have been sold to over 30 countries andregions such asthe U.S.A., U.K., Germany,
Italy, France, Japan etc. The global market with the center of China and the heading directions of Asia, Europe and
North America is being formed.
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103 Series Network Cabinets

Standard:
- Comply with ANSI/EIARS-210-D. IEC60297-2., DIN41494 PART1. DIN41494 PARTT

Feature:

« Exquisite design with precise dimension and craftsmanship:

* Toughened glass doorwith net hole, vented front door border and steel rear door;

« Adjustable feet and heavy duty castors are available simultaneously;

« Cable entry onthe top cover and bottom panel with adjustable sizes ;

« Optional installation of plinth to enable cabinets fixation, under-base cable entry/ventilation;
« Efficient and reliable cabinet connection by baying kit;

« Removable side panels to ease maintain;

« Around 1/3 assembled original volume when flat pack.

Material:

+ SPCC cold rolled steel;

Thickness: mounting profile 2.0mm, mounting angle 1.0mm, others 1.2mm
Surface finish:

« Degreasing, pickling, phosphoric, powder coated

Loading capacity:

« Staticloading: 800k G
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103 Series Network Cabinets

Main structure

Main parts:

Remark

SIN

Specification

Quantity

Unit

Material

Surface Finish

1 Toughened glass front 1 Fiece Toughened glass/t1.2 SPCC FPowder coated Small round lock

2 Frame ] 2 Fiece SPCC cold rolled steel t1.2 Fowder coated =

3 Top cover ' 1 Fiece SPCC cold rolled steel t1.2 Fowder coated Top cover

4 Fan Units ] 1 Fiece SPCC cold rolled steel t1.2 Fowder coated —

5 Steel board 1 Fiece SPCC cold rolled steel t1.2 Fowder coated Small round lock

6 Side panel ] 6 Piece SPCC cold rolled steel t1.2 Powder coated 4pcs for lower 33U

7 Spacer 12 Piece | SPCC coldrolledsteelt12 | Powdercoated | capiet.: shae for lnmor U,
8 19 “Mounting profile ] 4 Piece SPCC cold rolled steel t2.0 Powder coated —

g Side panel 2 Piece SPCC cold rolled steel t1.0 Powder coatd =

10 | Cable management slot 2 Piece | SPCC cold rolled steel t1.0 Powdercoateq | Oy used forwidin 800mm
11 Bottom panel _ 1 Piece SPCC cold rolled steel t1.2 Powder coated =

12 2" heavy duty castor ] 4 Piece = T =

13 ME square nut&screw 20 SET Steel Color zinc 40pcs for over 33U

14 Allen wrench ] 1 Fiece Steel Color zinc —

15 M12 adjustable Fest | 4 Piece — - .

+ Additional: Width 600MIM not including Spacer and Cable management slot

CATALOGUE 2008
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103 Series Network Cabinets

Width 600mm main dimension

| — T
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103 Series Network Cabinets

Specification:

ModelNo.  Width (mm) Depth (D) (mm) Capacity (U) He'%mm{;”} ga*ﬁtDS(Ppaacckk'gg Volume(CBM)
601.6615.03. MO0 15 800 0.1620
601.6620.03. MO0 2 1000 0.1910
601.6624.03. MO0 24 1200 02191
601.6629. 03. MO0 - 29 1400 0.2476
601.6633.03. MO0 33 1600 02761
601.6638. 03. MO0 38 1800 0.3046
601.6642. 03. MO0 12 2000 03331
601.6647.03. MO0 47 2200 . 03616
601.6815.03. MO0 15 800 - 0.1761
601.6820. 03. MO0 2 1000 0.2046
601.6824.03. MO0 2 1200 02331
601.6829. 03. MO0 400 29 1400 02616
601.6833.03. MO0 33 1600 0.2901
601.6838. 03. MO0 38 1800 03187
601.6842.03. MO0 A 42 2000 0.3472
601.6847.03. MO0 o 47 2200 03757
601.6920.03. MO0 2 1000 02810
601.6924.03. MO0 24 1200 0.3234
601.6929. 03. MO0 29 1400 0.3658
601.6933.03. MO0 900 33 1600 04081
601.6938. 03. MO0 38 1800 04505
601.6942.03. MO0 42 2000 04929
601.6947.03. MO0 47 2200 ; 05353
601.6020.03. MO0 20 1000 02975
601.6024.03. MO0 24 1200 03418
601.6029. 03. MO0 29 1400 03861
601.6033. 03. MO0 1000 33 1600 04304
601.6038. 03. MO0 38 1800 04747
601.6042. 03. MO0 42 2000 05190
601.6047.03. MO0 47 2200 05633
601.8638. 03. MO0 38 1800 04024
601.8642.03. MO0 600 42 2000 04401
601.8647.03. MO0 47 2200 04778
601.8838. 03. MO0 38 1800 04209
601.8842. 03. MO0 800 42 2000 04586
601.8847.03 MO0 RR 47 2200 B 04963
601.8938. 03. MO0 38 1800 a 04301
601.8942. 03. MO0 900 42 2000 04678
601.8947.03. MO0 47 2200 05055
601.8038. 03. MO0 38 1800 04393
601.8042. 03. MO0 1000 42 2000 04771
601.8047.03. MO0 47 2200 05148

Definition of color:

Model number Color

0. ANEN ER 0NN RAL 7035
0. ANEN BN 1HE RALS004
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113 Series Network Cabinets

Standard:
- Comply with ANSI/EIARS-210-D. IEC60297-2. DIN41494 PART1. DIN41494 PARTT

Feature:

« Exquisite design with precise dimension and craftsmanship;

* Toughened glass door with striped hole  vented front door border and rear door;

« Adjustable feet and heavy duty castors are available simultaneously;

« Cable entry onthe top cover and bottom panel with adjustable sizes ;

« Optional installation of plinthto enable cabinets fixation, under-base cable entry/fventilation;
« Efficient andreliable cabinet connection by baying kit;

«Removableside panels to ease maintain;

« Around 1/3 assembled original volume when flat pack.

Material:
« SPCC cold rolled steel; Thickness: mounting profile 2.0mm, mounting angle 1.5mm, others 1.2mm

Surface finish:
« Degreasing, pickling, phosphoric, powder coated

Loading capacity:
« Staticloading: 800KG
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113 Series Network Cabinets

Main structure

Main parts:

Specification

Quantity

Y o

(=T =T ]

/

¥

L= =TI =T )
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Material

Surface Finish

1 Toughened glass front 1 Piece Toughened glass/t1.2 SPCC Powder coated With striped hole, small round lock
5 l Frame 2 Fiece SPCC cold rolled steel t1.2 Fowder coated -

3 Top cover 1 Fiece SPCC cold rolled steel t1.2 Fowder coated Top cover

4 [ Fan Units 1 Fiece SPCC cold rolled steel t1.2 Fowder coated —

5 Steel board 1 Fiece SPCC cold rolled steel t1.2 Fowder coated Small round lock

6 l Side panel ] Piece SPCC cold rolled steel t1.2 Powder coated 4pcs for lower 33U

7 Spacer 12 Piece | SPCCcoldrolledsteeltl2 | Powdercoated | canivet. Socs for lonor 330,
8 l 19 “Mounting profile 4 FPiece SPCC cold rolled steel t2.0 Fowder coated e

9 Side panel 2 Fiece SPCC cold rolled steel t1.0 Fowder coatd =

10 | Cable management siot 2 Piece | SPCC cold rolled steel t1.0 Powder coated Brlkiised B dETREY
11 Bottom panel 1 Piece SPCC cold rolled steel t1.2 Powder coated =

12 l 2" heavy duty castor 4 Piece - - -

13 M6 square nut&screw 20 SET Steel Color zinc 40pcs for over 33U

14 [ Allen wrench 1 Fiece Steel Color zinc =

15 | M12 adjustable Fest 4 Piece — — -

« Additional: Width 600MIM not including Spacer and Cable management slot

CATALOGUE 2008
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113 Series Network Cabinets

Width 600mm main dimension
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113 Series Network Cabinets

Specification:

Model No. Width (mm) Depth (D) (mm) Capacity (U) He'%mm;H*:' F(n:alitDs(Ppaacckklg% Volume(CBM)
601.6615. 13. MO0 15 800 0.1620
601.6620. 13. MO0 20 1000 0.1910
601.6624. 13 MO0 24 1200 0.2191
601.6629. 13. MO0 N 2 1400 02476
601.6633. 13 MO0 b 33 1600 0.2761
601.6638. 13. MO0 38 1800 03046
601.6642. 13 MO0 42 2000 03331
601.6647. 13 MO0 47 2200 ; 02616
601.6815. 13. MO0 15 800 - 0.1761
601.6820. 13. MO0 2 1000 02046
601.6824. 13 MO0 24 1200 0.2331
601.6629. 13 MO0 29 1400 02616
601.6833. 13 MO0 se 33 1600 0.2901
601.6838. 13. MO0 38 1800 03187
601.6842. 13 MO0 - 42 2000 03472
601.6847. 13 MO0 47 2200 03757
£01.6920. 13 MO0 2 1000 02810
6016924, 13 MO0 24 1200 03234
601.6929. 13 MO0 29 1400 0.2658
601.6933. 13. MO0 900 33 1600 04081
601.6938. 13. MO0 38 1800 04505
601.6942. 13 MO0 42 2000 04929
6016947, 13. MO0 47 2200 05253
601.6020. 13. MO0 20 1000 & 02975
601.6024. 13 MO0 24 1200 02418
601.6029. 13. MO0 2 1400 0.2861
601.6033.13. MO0 1000 33 1600 04304
601.6038. 13. MO0 38 1800 04747
601.6042. 13 MO0 42 2000 05190
601.6047. 13 MO0 47 2200 05633
601.8638. 13. MO0 38 1800 04024
601.8642. 13 MO0 600 42 2000 04401
601.8647.13. MO0 47 2200 04778
601.6638. 13. MO0 38 1800 04209
601.8642. 13 MO0 800 42 2000 04586
60158847 13 W00 Lo 47 2200 . 04963
601.8938. 13. MO0 38 1800 : 04301
601.8942. 13 MO0 900 2 2000 04678
601.8947. 13 MO0 47 2200 05055
601.8038. 13. MO0 38 1800 04393
601.5042. 13 MO0 1000 42 2000 04771
601.5047. 13 MO0 47 2200 05148

Definition of color:

Model number Color

0. AEER ENOCEN RAL 7035
0. ANEN EN HE RALS004
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114 Series Server Cabinets

Standard:
- Comply with ANSI/EIARS-310-D, IEC60297-2, DIN41494:PART 1. DIN41494 PARTY

Feature:

* Exquisite designwith precise dimension and craftsmanship;

* Toughened glass doorwith striped hole, vented front door border and rear door ;
« Adjustable feet and heavy duty castors are available simultaneously;

« Cable entry onthe top cover and bottom panel with adjustable sizes ;

« Optional installation of plinth to enable cabinets fixation, under-base cable entry/ventilation;

« Efficient and reliable cabinet connection by baying kit;
*Removable side panels to ease maintain;
« Around 1/3 assembled original volume when flat pack.

Material:

+ SPCC cold rolled steel;
Thickness: mounting profile 2.0mm, mounting angle 1.5mm, others 1.2mm

Surface finish:
«Degreasing, pickling, phosphoric, powder coated

Loading capacity:
« Static loading: 800K G
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114 Series Server Cabinets

Main structure

Main parts:
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Material

Surface Finish

Remark

Specification

Quantity

1 Toughened glass front 1 Piece Toughened glass/t1.2 SPCC Powder coated With striped hole, small round lock
2 ‘ Frame 2 Fiece SPCC cold rolled steel t1.2 Fowder coated —

3 | Top cover 1 Fiece SPCC cold rolled steel t1.2 Fowder coated Top cover

4 [ Fan Units 1 Fiece SPCC cold rolled steel t1.2 Fowder coated —

8 Steel board 1 Fiece SPCC cold rolled steel t1.2 Fowder coated Small round lock

5} ‘ Side panel & Fiece SPCC cold rolled steel t1.2 Fowder coated 4dpcs for lower 33U

7 Spacer 12 Piece | SPCCcold rolledsteelt12 | Powdercoated | qap g0 tor e 380,
8 l 19 “Mounting profile 4 FPiece SPCC cold rolled steel t2.0 Fowder coated -

9 Side panel 2 Fiece SPCC cold rolled steel t1.0 Fowder coatd -

10 | Cable management siot 2 Piece | SPCC cold rolled steel t1.0 Powder coated Sl e
11 Bottom panel 1 Piece SPCC cold rolled steel t1.2 Powder coated =

12 l 2" heavy duty castor 4 Piece == = =

13 M6 square nut&screw 20 SET Steel Color zinc 40pcs for over 33U

14 l Allen wrench 1 Fiece Steel Color zinc -

15 V12 adjustable Feet 4 Piece —= = -

« Additional: Width 600MIM not including Spacer and Cable management slot

CATALOGUE 2008
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114 Series Server Cabinets

Width 600mm main dimension
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114 Series Server Cabinets

Specification:

ModelNo.  Width (mm) Depth (D) (mm) Capacity (U) He'%mm;”i' F?alitDs(Ppaacckklg% Volume(CBM)
601.6615. 14. MO0 15 800 0.1620
601.6620. 14. MO0 20 1000 0.1910
601.6624. 14. MO0 24 1200 02191
6016620, 14. MO0 ) . 1400 0.2476
601.6633. 14. MO0 e 33 1600 02761
6016638, 14. MO0 38 1800 0.3046
6016642, 14. MO0 42 2000 03331
6016647, 14. MO0 47 2200 . 03616
6016815, 14. MO0 15 800 - 0.1761
601.6820. 14. MO0 2 1000 0.2046
6016824 14. MO0 24 1200 02331
601.6829. 14. MO0 i 29 1400 0.2616
6016833, 14. MO0 33 1600 0.2901
601.6838. 14. MO0 38 1800 03187
6016842, 14. MO0 A 42 2000 03472
6016847, 14. MO0 L 47 2200 03757
601.6920. 14. MO0 2 1000 02810
601.6024. 14. MO0 24 1200 03234
601.6929. 14. MO0 29 1400 03658
6016933, 14. MO0 900 33 1600 04081
601.6938. 14. MO0 38 1800 04505
601.6942. 14. MO0 2 2000 04929
6016947, 14. MO0 47 2200 05353
601.6020. 14. MO0 20 1000 . 02975
601.6024. 14. MO0 24 1200 03418
601.6029. 14. MO0 2 1400 03861
601.6033. 14. MO0 1000 33 1600 04304
601.6038. 14. MO0 38 1800 04747
601.6042. 14. MO0 42 2000 05190
601.6047. 14. MO0 47 2200 05633
601.8638. 14. MO0 38 1800 04024
6018642, 14. MO0 600 42 2000 04401
601.5647.14. MOD 47 2200 04778
6015838, 14. MO0 38 1800 04209
601.5842. 14. MO0 800 42 2000 04586
601.8847. 14 W00 a0e 47 2200 i 04963
601.8938. 14. MO0 38 1800 - 04301
6015942, 14. MO0 900 2 2000 04678
601.58947. 14. MO0 47 2200 05055
601.8038. 14. MO0 38 1800 04393
601.5042. 14. MO0 1000 42 2000 04771
601.8047. 14. MO0 47 2200 05148

Definition of color:

Model number Color

0. ANEN ENCEN RAL 7035
0. ANEN BN HE RALS004
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124 Series Server Cabinets

Standard:
- Comply with ANSI/EIARS-210-D. IEC60297-2., DIN41494 PART1. DIN4 1494 PART7

Feature:

* Exquisite design with precise dimension and craftsmanship;

* Toughened glass doorwith net hole vented front door border and rear door ;

« Adjustable feet and heavy duty castors are available simultaneously;

« Cable entry onthe top cover and bottom panel with adjustable sizes ;

« Optional installationof plinth to enable cabinets fixation, under-base cable entry/fventilation;
« Efficient and reliable cabinet connection by baying kit;

* Removable side panels to ease maintain;

« Around 1/3 assembled original volume when flat pack.

Material:
« SPCCcoldrolled steel;
* Thickness: mounting profile 2.0mm, mounting angle 1.5mm,

Surface finish:
* Degreasing, pickling, phosphoric, powder coated

Loading capacity:
Staticloading: 800k G

PAGE 13 WEBSITE:WWW . SHIPGROUP.NET

CATALOGUE 2008




124 Series Server Cabinets

Main structure

Main parts:

o 0 0 T ¥

o 4 o5 T %

-

21l

S/N Specification Quantity  Unit Material Surface Finish Remark
1 Toughened glass front 1 Piece | Toughened glass/t1.2 SPCC Powder coated With net hole, handle lock
2 l Frame 2 Fiece SPCC cold rolled steel t1.2 Fowder coated =
3 Top cover 1 Fiece SPCC cold rolled steel t1.2 Fowder coated Top cover
4 [ Fan Units 1 Fiece SPCC cold rolled steel t1.2 Fowder coated -
5 Steel board 1 Fiece SPCC cold rolled steel t1.2 Fowder coated With net hold, small roundlock
5 ‘ Side panel & Fiece SPCC cold rolled steel t1.2 Fowder coated 4dpces for lower 33U
7 Spacer 12 Fiece SPCC cold rolled steel t1.2 Fowder coated ngilzefegggg ?&SEEV,?SP%FB
3 ‘ 19 “Mounting profile 4 FPiece SPCC cold rolled steel t2.0 Fowder coated —
Side panel 2 Piece SPCC cold rolled steel t1.0 Powder coatd 2
10 | Cable management slot 2 Piece | SPCCcold rolledsteel t10 | Powder coated e LG
11 Eottom panel 1 Fiece SPCC cold rolled steel t1.2 Fowder coated -
12 [ 2" heavy duty castor 4 Piece = i -
13 B square nut&screw 20 SET Steel Color zinc 40pcs for over 23U
14 l Allen wrench Fiece Steel Color zinc —
15 12 adjustable Feet 4 Piece —E - -

+ Additional: Width 600MIM not including Spacer and Cable management slot

CATALOGUE 2008
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124 Series Server Cabinets

Width 600mm main dimension
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124 Series Server Cabinets

Specification:

ModeINo.  Width (mm) Depth (D) (mm) Capacity (U) HeIght (H) - EED packing  volume(cem)
6016615, 24 MO0 15 800 0.1620
6016620, 24 MO0 2 1000 01910
6016624, 24 MO0 2 1200 0.2191
6016629, 24 MO0 i 2 1400 02476
6016633, 24 MO0 o0 33 1600 0.2761
6016638, 24 MO0 38 1800 0.3046
6016642, 24 MO0 42 2000 0.3331
6016647 24 MO0 47 2200 ) 03616
6016815, 24 MO0 15 800 - 0.1761
6016820, 24 MO0 20 1000 0.2046
6016824, 24 MO0 2 1200 0.2331
6016829, 24 MO0 2 1400 0.2616
6016833, 24 MO0 i 33 1600 0.2901
6016838, 24 MO0 38 1800 03187
6016842, 24 MO0 - 42 2000 0.3472
6016847, 24 MO0 47 2200 0.3757
£01.6920. 24 W00 20 1000 0.2810
6016924 24 MO0 2 1200 0.3234
6016929, 24 MO0 29 1400 0.3658
6016933, 24 MO0 900 33 1600 04081
6016938, 24 W00 38 1800 04505
6016942 24 MO0 42 2000 04929
6016947, 24 MO0 47 2200 . 05353
601.6020. 24 MO0 20 1000 0.2975
£01.6024. 24 MO0 24 1200 0.3418
£01.6029. 24 MO0 2 1400 0.3861
6016033, 24 MO0 1000 33 1600 04304
£01.6038. 24 MO0 38 1800 04747
6016042, 24 MO0 42 2000 05190
£01.6047. 24 MO0 47 2200 05633
6018638, 24 MO0 38 1800 04024
6018642, 24 MO0 600 42 2000 04401
6018647, 24 MO0 47 2200 04778
£01.8838. 24 MO0 38 1800 04209
6018842, 24 MO0 800 42 2000 04586
6018847 24 W00 s 47 2200 . 04963
£01.8938. 24 MO0 38 1800 - 04301
6018942 24 MO0 900 42 2000 04678
6018947, 24 MO0 47 2200 0.5055
£01.8038. 24 W00 38 1800 04393
£01.8042. 24 MO0 1000 42 2000 04771
£01.8047. 24 MO0 47 2200 05148

Definition of color:

Model number Color

| 0. HHEE EEOENE RAL 7035
| 02 HNEN HEHE RALS004
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603 Series Server Cabinets

Standard:
- Comply with ANSI/EIARS-210-D. IEC60297-2. DIN41494 PART1. DIN41494 PARTT

Feature:

« Reticular high-densityvented front door (patent) & rear door for protection, ventilation and reliable operation.

« Exquisite image (patent)with precise dimension and craftsmanship.

* Lockable cable entry ontop cover and bottom panel with adjustable sizes.

= Optional plinth enables cabinets tostayin a fixed position while meeting requirements of under-base wiring/ventilation and
rat prevention.

= Strong cabinet connection by baying kit (patent).

* Lock with handle.

Material:

+ SPCC cold rolled steel;
* Thickness: mounting profile: 2.0mm;, frame:1.5mm side panel: 1.0mm, others 1.2mm

Surface finish:
« Degreasing, pickling, phosphoric, powder coated

Loading capacity:
« Staticloading: 1000KG
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603 Series Server Cabinets

Main structure

o & 4 ¢

=5 e g

[

I_

[0 T &

Main partis:

Specification Quantity  Unit Material Surface Finish Remark

1 Side panel 2 Piece SPCC cold rolled steel t1.0 Powder coatd -

2 Rear door 1 Rl SPCC cold rolled steel t1.2 Powder coated Ridn-ensly vgnted FRHRIAR
lock with handle

3 Frame 1 Piece SPCC cold rolled steel t1.5 Powder coated -

4 Top cover 1 i SPCC cold rolled steel t1.2 Powder coated =

b 19 “Mounting profile 4 Piece SPCC cold rolled steel t2.0 Powder coated -

5} Cable management slot 2 Fiece SPCC cold rolled steel t1.0 FPowder coated e Width
800mm cabine

7 Front door 1 Piece SPCC cold rolled steel t1.2 Powder coated Hiddersty vgnted fegldons
lock with handle

8 Side panel 2 Piece SPCC cold rolled steel t1.2 Powder coated 4pcs for lower 33U

9 2" heavy duty castor 4 Piece — =Z 2

10 M6 square nut&screw 40 SET Steel Color zinc -

i Allen wrench 1 Piece Steel Color zinc =

i1 V12 adjustable Feet 4 Piece = = =

« Additional: Width 600MIM not including Spacer and Cable management slot
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603 Series Server Cabinets

Width 600mm main dimension

A-A St Tl

oo o oo O o,

B-B Sectian

o = = = Pl T = = = W= P = =

_5
:
"
i
u
|
¥
o
"
.
i3
"
Al
:

== =1

BB Section
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603 Series Server Cabinets

Specification:

Model No. Capacity (U)  Width (mm) Depth(mm) Height (H) Packiwcli:i)l;nHen sion

(mm)

603.6633.55. W00 33 1600 670%670"1700
603.6638.55. W00 38 " 1800 670%670"1900
603.6642.55. W00 42 B 2000 670*670"2100
603.6647.55. W00 47 2200 670*670"2300
603.6833.55. W00 33 1600 670*870"1700
603.6838.55. W00 38 16800 670*870"1900
603.6842.55. W00 42 Ao 2000 67078702100
603.6847.55. W00 47 . 2200 670*870"2300
603.6933.55. W00 33 L 1600 670%970"1700
603.6938.55. W00 38 1800 670%970"1900
603.6942.55. W00 42 ane 2000 67079702100
603.6947.55. W00 47 2200 670%970"2300
603.6033.55. W00 33 1600 670"1070"1700
603.60358.55. W00 38 1000 1800 67010701900
603.6042.55. W00 42 2000 67010702100
603.6047.55. W00 47 2200 67010702300
603.8638.55. W00 38 16800 870%670"1900
603.5642.55 W00 2 600 2000 870%670"2100
603.8647.55. W00 47 2200 870%670"2300
503.8838.55. W00 38 1600 870*870"1900
603.5842.55. W00 42 800 2000 870*870"2100
603.5847.55. W00 47 2200 870*870"2300
603.8938.55. W00 38 Ao 1800 870%970"1900
603.8942.55. W00 42 900 2000 870%970"2100
603.8947.55. W00 47 2200 87079702300
503.8038.55. W00 38 16800 87010701900
603.5042.55. W00 42 900 2000 87010702100
603.8047.55. W00 47 2200 87010702300

Definition of color:

Model number Color

0. HHNEN EEOCEN RAL 7035
0. ANEN BN HE RALS004
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CKD Packing of Series Network Cabinets

Assembling Specification: Cabinet biggerthan width 600MM and Depth 300MIM packetinthree parts, othercabinet packetin
two parts.

Tl T ™
o® "y

MLLL T ™
...l Ty
-
+*

.."n-n..--l‘.“ REL TRt i "t rananpannt®
Package 1: Package2. Package 3:
frame, doors, rail, Top, Bottom, side frame, Cabinet bigger
side frame, fixed shelf frame, fan unit, fixed shelf, than width 00MIM
accessory and Depth 800MM
side panel packed
singly
....“..I-l-......‘ ‘...“I.I-I-....... .‘..“‘..l-lll....'..

.y - oy . . .
LTI TT L Lo LT TTTT L Lie L TTTTT L L
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SA Single Section Wall Mounted Cabinets

Standard:
- Comply with ANSI/EIARS-210-D. IEC60297-2., DIN41494 PART1. DIN4 1494 PART7

Feature:

* Welded frame, reliable structure;

« Standing orwall mounting installation;

« Adjustable feet and heavy duty castors are optional;
« Easy mounting installation (patent) ;

+ 19" standardinstallation;

« Removable side panels, side locks optional

« Cable entry on both oftop coverand bottom panel;

+ 120mm fan available:

« Turning angle of front dooris over 180 degrees;

Material:

+ SPCC Cold Rolled Steel;
* Thickness: Mountingprofile: 1.5mm, others: 1.2mm

Surface finish:
« Degreasing, pickling, phosphoric, powder coated

Loading capacity:
« Staticloading: 60k G

Main structure

Main parts:

S/N Specification Material Surface Finish Remark

1 Front door 1 Piece oMM tiusggcéalzss door Powder coated Can change to other door style
2 Side panel 2 Fiece SPCC Cold rolled steel t1.0 Fowder coated =

3 Frame 1 Piece SPCC Cold rolled steel t1.2 Powder coatd -

4 Cable entry cover 2 Piece SPCC Cold rolled steel t1.2 Powder coated =

5 Mourting profile 1 Piece SPCC Cold rolled steel t1.2 Powder coated -

& Blanking panel 4 Piece SPCC Cold rolled steel t1.0 Fowder coated o

7 19" mounting rail 4 Piece SPCCt1.5 Powder coated o

3 IME Square screw & nut 10 SET Steeal Color zing 20pcs for over 12U

9 Allen wrench 1 Piece Steel Black -

CATALOGUE 2008 WEBSITE:WWW _SHIPGROUP.NET PAGE 22




SA Single Section Wall Mounted Cabinets

Different style of doors

ek

L ;f

= gt

2 Z

& z

.

2 z

-
Striped hole tempered Glass INet hole tempered Glass
(with round lock) Model Mo.: (with handle lock) Model Mo
602 AEMENE 11H00 602 HEENE 21H00

Main structure

Steel door{with round
lock) Model Mo
602 AEMENE 31 W00

: — ¢ ) <k f }
910/ ' '
74 300 [0 o N )
& i - | 9 W W
« ® B ! I . i
A A o
. i 600 A—A Section
] — — il L)
Specification:
e i v : — : Height (H) Packing dimension
Model No. Capacity (U)  Width (mm)  Depth(D)(mm) ) D
£02.6406.01. MO0 450 610%460"380
6 600 370
£02.6606. 01. MO0 600 610%610"380
£02.6409. 01. MO0 450 610%460"510
9 600 500
£02.6609. 01. MO0 600 610%610"510
£02.6412.01. MO0 450 £10*460*845
12 600 635
£02.6612.01. MO0 600 610*610*845
£02.6415.01. MO0 450 . 610%460*780
15 600 770
£02.6615. 01. MO0 600 610%610"780
£02.6418.01. MO0 450 610%460"910
18 600 900
£02.6618. 01. MO0 600 610%610"910
£02.6422.01. MO0 450 £10*460*1090
22 600 1080
£02.6622. 01. MO0 600 610"610*1090
£02.6427.01. W00 _ 450 £10"460%1315
27 600 1305
£02.6627.01. MO0 600 610"610*1315

Definition ofcolor:

Model number Color

02 HHEN ERONR RAL 7035

02 HNEN HEHE RALS004
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SB Double Section Wall Mounted Cabinets

Standard:
- Comply with ANSI/EIARS-310-D. IEC60297-2. DIN41494 PART1. DIN4 1494 PART7

Feature:

* Double section welded frame structure;

« Easy operation and maintaining at the back;

+ 19" standard installation;

« Removable side panels, side locks are optional, easy installing and maintaining;
« Cable entry at the top cover and bottom panel;

* 120mm fan optional;

« Turning angle of front dooris above 150 degrees;

= Turning angle ofreardooris above 90 degrees.

Material:

+ SPCC Cold Rolled Steel;
Thickness: Mounting profile: 1.2mm, others: 1.2mm

Surface finish:
« Degreasing, pickling, phosphoric, powder coated

Loading capacity:
« Staticloading: 35KG
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SB Double Section Wall Mounted Cabinets

Main structure

Main parts:

SIN Specification

Front door

Quantity

Unit

Material

SMM toughed glass door
/ SPCCt1.2

Surface Finish

Fowder coated

Remark

Can change to other door style

Side panel

SPCC Cold rolled steel t1.0

Fowder coated

Frame

SPCC Cold rolled steel t1.2

Fowder coatd

Back panel

SPCC Cold rolled steel t1.

Fowder coated

Cable entry cove

SPCC Cold rolled steel t1.2

Fowder coated

19" mounting rai

SPCC Cold rolled steel t1.5

Fowder coated

MG square screw

Steel

Color zinc

20pcs for over 12U

Allen wrench

Steel

Black

Different style of doors

P

HR AR R LR A AR R R

(sds0500i0iaiisisssis |\

Striped hole tempered Glass

(with round lock) Model Mo
602 HEENE 12H00
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I\et hole tempered Glass
(with handle lock) Model Mo
602 ENENE 22H00

S‘G«éée‘&«‘

—

Steel door{with round
lock) Model Mo
602 HEEE 22H00
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SB Double Section Wall Mounted Cabinets

Different style of doors

. § SRR = L
; P '
450 |
[ i |
H e - 91 H
M — ]

Specification:

Model No. Capacity (U)  Width (mm)  Depth(D)(mm) He'%mm!;H Packirwﬁcéi)rg’-Hen sion
602.6506.02. W00 5 370 6510"560%380
602.6509. 02. W00 o 500 610"560%510 |
602.6512. 02. W00 12 635 6510%560"645
602.6515. 02. W00 i) 600 550 770 610*560*780 |
602.6515. 02. W00 18 900 6510"560%910
602.6522. 02. W00 22 1080 610*560*1090 |
602.6527. 02. W00 27 1305 6510"560"1315

Definition of color:

Model number Color

02 MEEE NEONE RAL 7035
] 0. HEEE HE 1HE [ RAL 9004 [
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SQ Single Section Wall Mounted Cabinets

Standard:
-« Comply WitANSI/EIARS-210-D. IEC60297-2. DIN41494 ' PART 1. DIN41494 PARTT

Feature:

* Welded frame, reliable structure;
« Standing orwall mounting installation;
« Adjustable feet and heavy duty castors are optional;
« Easy mounting installation (patent) ;
+ 19" standard installation;
« Removable side panels, side locks optional
« Cable entry on both oftop coverand
bottom panel;
+ 120mm fan available;
« Turning angle of front door is over
180 degrees;

Material:

+ SPCC Cold Rolled Steel;

* Thickness:
Mounting profile: 1.5mm,
others: 1.0mm

Surface finish:

« Degreasing, pickling, phosphoric,
powder coated

Loading capacity:

+ Static loading: 50KG

Main structure

Main parts:
SIN Specification Quantity  Unit Material Surface Finish Remark
1 Frame 1 Piece SPCC Cold rolled steel t1.0 Powder coated —
2 Side panel 2 Piece SPCC Cold rolled steel t1.0 Powder coated o
3 Front door 1l Piece | SV brown toughed glass door o e
4 19" mounting ra 4 Piece SPCC Cold rolled steelt1.5 Powder coated -
5 VB square screw 10 SET Steel Colorzing l 20pcs for aver 12U
5 Allen wrench 1 Piece Steel Black =
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SQ Single Section Wall Mounted Cabinets

Main structure

o |

1
r'm[ !

6B ]
| ]
(4]

540 A—A Section

Specification:

Model No. Capacity (U) Width (mm) Depth(D)(mm) HEI%mm;H / PaCRIr‘:!\gf*dEIJTHen sion
£02.5606.03. MO0 6 310 550610320
025609, 03. MO0 9 445 550*610*560
6025612, 03. MO0 12 _ ) 580 550610590
025615, 03. MO0 15 0 oo 710 550*610*720
£02.5620. 03. MO0 20 933 550"610%945
6025625, 03. MO0 25 1155 550*610*1170

Definition of color:

Model number Color

G02.HEEN ER 0NN RAL 7035
G2 HEEN BN 1HE RAL 9004
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SU Double Section Wall Mounted Cabinets

Standard:

* Comply with ANSI/EIARS-310-D. IECE0297-2, DIN4 1484 PART 1. DIN41494,PARTT

Feature:

*Double sectionwelded frame structure;

*Easy operation and maintaining at the back;

+ 19" standard installation;

*Removable side panels, side locks are optional,
easyinstalling and maintaining;

« Cable entry atthe top cover and bottom panel;

*120mm fan optional;

*Turning angle of front dooris above 1580 degrees;

«Turning angle ofreardooris above 90 degrees.

Material:

+ SPCC Cold Rolled Steel;
* Thickness: Top Cover:1.2mm, others: 1.5mm

Surface finish:
*Degreasing, pickling, phosphoric, powder coated

Loading capacity:
« Static loading: 25k G

Main structure:

Main parts:

S/N Specification Quantity  Unit Material Surface Finish Remark
il Side panel 2 Piece SPCC Cold rolled steel t1.5 Powder coated =
3 top cover 2 Fiece SPCC Cold rolled steel t1.2 Powder coated -
3 Back panel 1 Fiece SPCC Cold rolled steel t1.5 Powder coated o
4 19" mourting rai 2 Piece SPCC Cold rolled steel t1.5 Powder coated -—
5 Front door 1 Piece | SMW brown toughed glass door === ==
6 M6 square screw 10 SET Steel Colorzine 20pcs for over 12U
7 Allen wrench 1 Piece Steel Black —
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SU Double Section Wall Mounted Cabinets

Main structure:

= = I = e~ !
< B =} =11 4
|8 B i =
] ¥ U[_ 467 e
— 1[4 € .
Al E g T A /\
[ . 0 [J—i't
= . - L :
— ‘
, ) .
= = G {r i
: 1 o = I E 4 R3
R ;| E; - //
,f/-’?é«, B ' — - M ﬂ
= .:YL: o &= L k @g@ 4 = 3
W 2 N = .,
% L L__| 2 AN 5
e N N2
et —
-9 . | H— =
P 940 - A—A Section
Specification:
AR . P ‘DO i) Height (H) Packing dimension
Model No. Capacity (U)  Width (mm)  Depth(D)(mm) mm) V%"D*H
602 5506.04 MO0 5} 210 55075107320
602 5509 04 MO0 9 - - 445 550*510%560
- 540 500 - -
6025512 04 MO0 12 5380 55075107590
6025515 04 MO0 5 T 550%510"720

Definition of color:

Model number
G2 HHEEE EEOEN RAL 7035

l_ 02 HHEENE NN HE RAL 9004
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606-1 Open Racks

Standard:
- Comply wit ANSI/EIARS-310-D. IEC60297-2, DIN41494 PART1. DIN41494:PARTT

Feature:

* Modular design, easily assemble and disassemble for delivery, low-cost.
= Various optional accessories according to requirements (cable management slot, removable working panel, etc. ).

Material:

+ SPCC cold rolled steel;
* Thickness: plinth: 2.0mm; Front and bottom beams:2.0mm, Pole: 1.5mm.

Surface finish:
« Degreasing, pickling, phosphoric, powder coated

Loading capacity:
« Staticloading:1 50kG
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606 Series Open Racks

Main Structure

|

“ﬁ;
-
I

Main partis:

Main Dimension

e

o/

1010
S0

SIN Specification Quantity Material Surface Finish Remark
1 Pole £ Piece SPCC Cold rolled steel t1.5 Powder coated -—
2 Plinth 2 Piece SPCC Cold rolled steel 2.0 Powder coated =
3] Horizontal beam 2 Piece SPCC Cold rolled steel t2.0 Powder coated T
4 2" heavy duty castor 4 Piece — — —
g M6 Square screw & nut 40 Set Steel Color Zinc -
5 Allen wrench 3| Piece Steel Black C
Specification:

Model No. Capacity (U) Width (mm) Depth(mm) _ Packirw'd[i)mHen sion
606.6629.00 MO0 29 500 500 1422 620"620"1500
606.6623.00. MO0 33 500 500 1600 620"620*1675
606.6625.00. W00 38 600 500 1822 620"620*1900
606.6642.00. W00 42 500 500 2000 620"620*2075
606.6647.00. MO0 47 500 600 2972 520"620*2300

Definition of color:

Model number Color

0 ANEE EEONN

RAL 7035

]
]

(6 HANEE HE EN

RAL 9004
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605 Series Data Racks

Standard:
- Comply with ANSI/EIARS-210-D. IEC60297-2. DIN41494 PART1. DIN41494 . PARTT

Feature:

* Modular design, easily assemble and disassemble for delivery, low-cost.
= Various optional accessories according torequirements (cable management slot, removable working panel, etc. ).

Material:

* SPCC cold rolled steel;
* Thickness: plinth: 1.5mm;
Front and bottom beams: 2.0mm

Surface finish:
* Degreasing, pickling, phosphoric, powder coated

Loading capacity:
« Staticloading: 300kG
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605 Series Data Racks

Main Structure Main Dimension

5 of o
[i af (o
./'E U,
) a1 |0
_@ T J U
! 0 [0
. » a1 |0
& (
il Jq v
b ! == " AEEEN
; U] : &C0 B |
b m ﬂ! . b m i
Rzt — g |l |

Main parts:

SIN Specification Quantity  Unit Material Surface Finish
1 Pole -+ A SPCC Cold rolled steel t1.5 Powder coated -
2 Plinth 4 Piece SPCC Cold rolled steel t2.0 Powder coated =
3 Horizontal beam 2 Piece SPCC Cold rolled steel t2.0 l Powder coated l ==
4 2" heavy duty castor 4 Piece —= | —= ==
g WM& Sguare screw & nut 40 Set Steel ‘ Color Zinc ‘ ==
5 Allen wrench 1 Piece Steel Black =
Specification:

imension
H

Model No. Capacity (U) Width (mm) Depth(mm)

605.6629.00. W00 29 600 600 1422 620"620"1500
605.6633.00. W00 i) 600 600 1600 620%620"1675
605.66358.00. W00 38 600 600 16822 620762071900
6505.6642.00.M00 42 600 600 2000 620%620"2075
605.6647.00. W00 47 600 600 2222 62076202300

Definition of color:

Model number

G05.HHEN EEOEN RAL 7035
| G0O5.HEEN HEHE RAL 9004
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Fixed Shelf with mounting ear

«Usedforplacingequipment compatible with 19 inch network cabinet.
« Static load capacity: 110 kG
*Raw material: SPCC cold rolled steel
* Color:
TONEENECHEN: RALTO035

TONEENTEN: RALSCO4

- - Shelf size MM
Model No. escription — —— Eg‘gg
70016000 60 440 350 44 500MM
70016000 80 440 550 44 500MM
70016000 90 440 650 44 900MM
700110M00 100 440 750 44 1000MM

Sliding Shelf with mounting ear

«Used forplacing equipment .compatible with 19 inch network cabinet.
« Static load capacity:35kg
*Raw material: SPCC cold rolled steel
* Color:
FTONEEECENE: RALTO035

TONEE N TENE: RALSOO4

— b ot Shelf size MM
odel No. escription Thick
Width Depth e
700225M00 350 type 440 | 350 44 600~800MM
‘ 700255M00 550type l 440 l 550 44

900~1100MM

- 350 sliding shelf could elongate to 260MM
- 550 sliding shelf could elongate to 375MM

Keyboard

« Compatible with 19 inch network cabinet.
« Sliding shelfcould elongate to 260MM
*Raw material: SPCC cold rolled steel
* Color:

TONEENECEN: RALTO35

TONEE N TENE: RALSOOD4

— b ot Shelf size MM
odel No. escription Thick
Width Depth il
700325M00 1type 440 350 44 . G00~800MM
700325M00 2type 440 350 44 900~1100MM
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2 Fan Units

Fornetwork cabinet, adjustinner temperature, compatible with 19 inch network
cabinet, enable ventilation and reliable operation. Easy-to-disassemble
enable convenient operation, full series of optional switch, can control fans
singly.

Parameter:
*size: 1204120438, cablelength:1.9M
* input:/frequency: 220V/50Hz, work voltagerate: 187-231V
* Atmosphere runoff: 100CFM single fans noise: 24 9dBA
*period:: -10~+50°C
* Raw material: SPCC cold rolled steel
+ Color:
FTONEEEOENE: RALTO035
FTONEENETENE: RALYDDS

Model No. Description Type of plug
700402011 2 fans UK type
700402M12 2 fans Germantype
700402M13 2 fans UStype

4 Fan Units

Fornetwork cabinet, adjustinner temperature, compatible with 19 inch network
cabinet, enable ventilation and reliable operation. Easy-to-disassemble
enable convenient operation, full series of optional switch, can control fans
singly.

Parameter:
*size: 1204120438, cablelength:1.9M
s input/frequency: 220V/50Hz, workvoltage rate: 187~231V
* Atmosphere runoff: 100CFM single fans noise: 24 9dBA
* period: -10~+507C
« Raw material: SPCC cold rolled steel
+ Color:
TONEEEONNE: RALTO35
FTONEENTENE: RALIDDS

Model No. Description Type of plug
700404M11 4 fans UK type
700404M12 4 fans German type
700404M13 4 fans UStype

CATALOGUE 2008
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Cooling fan

For network cabinet, adjustinnertemperature Performance reference .
* Size: 120X120X38

* Atmosphere runoff: 50CFM Moise:24 .9 dBA

* period e: -10~-+507C

Input Frequen

Description = R R Axletree Type

P V) cy(Hz) P
701022000 | alternating currentfan | 220 50 Oiliness Axletree
701022001 DC fan 43 = Oiliness Axletree

Blanking panel

Compatible with 19 inch network cabinet. coverthe blank position.
* Raw material: SPCC cold rolled steel
+ Colaor:

TONEEECENE: RALTO03S

TOEEENE EE: RALIOOA

_ Shelf size MM
Model No. Description — Height
700601M00 1 482 44
700602M00 2U 482 58
700602M00 3U 482 1825
700604M00 4U 482 (s
Brackets

Compatible with 19 inch netwaork cabinet.
= Static load capacity: 35kg
* Raw material: SPCC cold rolled steel
+ Color:
TONEEECENE: RALTO03S
TOENEENE EE: RALIOOA

ModelNo. Description LengthMM Depth
701360M00 . 60 type 320 600
701380M00 80 type 520 800
701390M00 90type 620 900
701310M00 10 type 720 1000
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Power Strips

Compatible with 19 inch network cabinet
FParameter:

* Max power: 2500W

* Input/ frequency: 220V/50Hz

« Rating electronic current: 104

« Cablelength:1.8M

* Color: Black

Model No. Type of plug Max Power
700506100 All-usege type 2500W
700506101 UK type 3250W
700506102 Germantype 4000W
700506103 US type 1800W

Advanced screws & nuts

« Compatible with 19 inch network cabinet.

ModelNo. Type of plug

700906000 MB screw&nuts

1

L iasd » %”,mmmm
. R

M12 Adjustable feet

Compatible with 19 inch network cabinet |
= Staticload capacity: 250kg

Description Length MM

700712000 M12 adjustable feet 100

Castor

« Staticload capacity: 250kg
« Raw material: SPCC cold rolled steel
« Color: black

Description Heinght MM

-
o]

700802000 2" castor

CATALOGUE 2008
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Side Lock

Parameter:

* Thickness oflock: 20MIM
* Size: $19X16 5MM

« Length oflock: 38MIM

Description

701101020 | SideLock

Lock with the deluxe rotary handle

Parameter:

* Thickness oflock: 30MM
* Size: 126424 5

* Length oflock: 23MM

« Color: black

Model No. Description

701102020 | Lock with the deluxe rotary handle handle

Patch Panel Cat.6/Cat.5e

Decription

FE06-2 Cable manager Metal

P60OB-3 | Cable manager Metal

Decription

PB0O6 Cable manager Metal
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SUPPLIER DETAILS

Company:

Contact: Tel:
Fax: E-mail:
Country:

Remarks:

Price Despatch Date To
today Be Sent

Part No. Description per unit Quantity Total
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SUPPLIER DETAILS

Company:
Contact:

Fax:

Country:

Remarks:

Tel:

E-mail:

Part No. Description

per unit Quantity Total

Despatch Date To
today Be Sent
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